SITE SPECIFIC NOTES

. THE GROSS SITE AREA EQUALS 0.4742 ACRES.

TOTAL SITE DISTURBANCE EQUALS 0.1920 ACRES.

ACCORDING TO THE TAX ASSESSOR, THE SUBJECT SITES CONSISTS OF THE FOLLOWING TAX PARCEL IDENTIFICATION
NUMBERS: SECTION: 51.81, BLOCK: 1, LOT: 25.

SURVEY AND TOPOGRAPHIC DATA SHOWN HEREON IS TAKEN FROM A PLAN PREPARED BY LINK LAND SURVEYORS, P.C.
ENTITLED "TOPOGRAPHIC SURVEY OF PROPERTY SITUATE IN THE TOWN OF PUTNAM VALLEY," DATED MAY 23, 2019.

SOIL BOUNDARIES SHOWN HEREON ARE TAKEN FROM THE NATURAL RESOURCES CONSERVATION SERVICE WEB SITE
http://websoilsurvey.nrcs.usda.gov.
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THE SUBJECT SITE IS LOCATED IN THE R-3 (LOW DENSITY RESIDENCE) ZONING DISTRICT.

THE SUBJECT SITE IS LOCATED IN THE PUTNAM VALLEY SCHOOL DISTRICT.

THE SUBJECT SITE IS LOCATED IN THE PUTNAM VALLEY WETLANDS & WATERCOURSE (W), HILLSIDE MANAGEMENT (HM), & THE
GROUND AND SURFACE WATER PROTECTION (WP) OVERLAY DISTRICT(S).

THE SUBJECT SITE IS LOCATED IN THE OSCAWANA LAKE WATERSHED.

TOWN OF PUTNAM VALLEY NOTES

ALL IMPROVEMENTS MUST BE COMPLETED AS SHOWN ON THE APPROVED PLANS. ANY DEVIATION FROM THE APPROVED PLANS
MUST BE APPROVED IN ACCORDANCE WITH SECTION 165-16C(2)(C) OR 165-21C(2)(C) OF THE TOWN CODE.

AT ALL TIMES THE OWNER/OPERATOR SHALL MAINTAIN ON-SITE A COPY OF THE PLANNING BOARD'S APPROVING RESOLUTION AND
APPROVED PLANS SIGNED BY THE CHAIRPERSON OF THE PLANNING BOARD.

THE TOWN OF PUTNAM VALLEY EMPLOYS THE SERVICES OF OUTSIDE PLANNING, ENGINEERING, WETLAND, AND OTHER
CONSULTANTS AS NEEDED, IN THE REVIEW AND INSPECTION OF PLANNING BOARD APPLICATIONS. THE OWNER/OPERATOR IS
REQUIRED AND HEREBY AGREES TO REIMBURSE THE TOWN FOR THE FEES OF SAID CONSULTANTS. AN ESCROW ACCOUNT WILL
BE ESTABLISHED AND MAINTAINED FOR THE PAYMENT OF SUCH INSPECTION FEES. THE ACCOUNT WILL BE ESTABLISHED PRIOR
TO COMMENCEMENT OF WORK AND SHALL BE MAINTAINED AND SUPPLEMENTED THROUGHOUT THE DURATION OF CONSTRUCTION
TO A DATE NO LESS THAN 60 DAYS AFTER ISSUANCE OF AN UNRESTRICTED CERTIFICATE OF OCCUPANCY. SHOULD THE ACCOUNT
BALANCE BE EXHAUSTED, ALL WORK SHALL CEASE UNTIL THE ACCOUNT BALANCE IS SUPPLEMENTED TO ALLOW FOR FUTURE
INSPECTIONS.

IF COVERAGE UNDER THE GENERAL PERMIT IS REQUIRED, AT ALL TIMES THE OWNER/OPERATOR SHALL MAINTAIN ON-SITE A COPY
OF THE GENERAL PERMIT, NOTICE OF INTENT (NOI), NOl ACKNOWLEDGEMENT LETTER, APPROVED STORMWATER POLLUTION
PREVENTION PLAN (SWPPP), MS4 SWPPP ACCEPTANCE FORM, AND WEEKLY INSPECTION REPORTS PREPARED BY A QUALIFIED
INSPECTOR.

IF AT ANY TIME DURING CONSTRUCTION THE CODE ENFORCEMENT OFFICER, PLANNING BOARD, OR ITS AGENTS DETERMINE THAT
CONSTRUCTION IS NOT TAKING PLACE IN CONFORMANCE WITH THE APPROVED PLANS, A STOP WORK ORDER SHALL BE ISSUED BY
THE CODE ENFORCEMENT OFFICER AND ALL WORK SHALL CEASE EXCEPT SUCH WORK APPROVED BY THE CODE ENFORCEMENT
OFFICER AND/OR TOWN ENGINEER TO CORRECT EROSION AND SEDIMENT CONTROLS.

UNLESS OTHERWISE AUTHORIZED BY THE TOWN ENGINEER, ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL COMPLY
WITH CHAPTER 102, STORMWATER MANAGEMENT AND EROSION AND SEDIMENT CONTROL, OF THE TOWN CODE AND THE LATEST
EDITION OF THE "NEW YORK STATE STORMWATER MANAGEMENT DESIGN MANUAL."

UNLESS OTHERWISE AUTHORIZED BY THE TOWN ENGINEER, ALL STORMWATER MANAGEMENT PRACTICES SHALL BE DESIGNED TO
COMPLY WITH CHAPTER 102, STORMWATER MANAGEMENT AND EROSION AND SEDIMENT CONTROL, OF THE TOWN CODE AND THE
LATEST EDITION OF THE "NEW YORK STATE STORMWATER MANAGEMENT DESIGN MANUAL."

PRIOR TO THE COMMENCEMENT OF WORK, ALL TREES TO BE REMOVED SHALL BE IDENTIFIED IN THE FIELD BY USE OF A BRIGHT
COLORED SURVEYOR'S RIBBON. IF ANY TREES DESIGNATED ON THE TREE PLAN FOR PRESERVATION ARE REMOVED WITHOUT
PLANNING BOARD APPROVAL, A STOP WORK ORDER SHALL BE ISSUED BY THE BUILDING INSPECTOR AND ALL WORK SHALL CEASE
UNTIL A TREE REPLACEMENT PLAN, PREPARED IN CONFORMANCE WITH SECTION 165-21.1 OF THE ZONING CODE, HAS BEEN
APPROVED BY THE PLANNING BOARD AND IMPLEMENTED TO THE PLANNING BOARD'S SATISFACTION.

PRIOR TO COMMENCEMENT OF WORK, THE LIMIT OF DISTURBANCE LINE, AS SHOWN ON THE APPROVED PLANS SHALL BE STAKED
BY A LICENSED LAND SURVEYOR AND DELINEATED IN THE FIELD BY USE OF AN ORANGE CONSTRUCTION FENCE OR APPROVED
EQUAL. THE CONSTRUCTION FENCE SHALL REMAIN INSTALLED AND PROPERLY MAINTAINED THROUGHOUT THE DURATION OF
CONSTRUCTION.

PRIOR TO COMMENCEMENT OF WORK, THE OWNER SHALL CALL THE UNDERGROUND LINE LOCATION SERVICE. THE OWNER IS
RESPONSIBLE TO LOCATE AND PROTECT ALL ABOVE AND BELOW GROUND UTILITIES THROUGHOUT ALL PHASES OF
CONSTRUCTION.

ELECTRICAL POWER, TELEPHONE, CABLE TELEVISION, AND OTHER SUCH UTILITIES SHALL BE INSTALLED UNDERGROUND.

CONSTRUCTION ACTIVITIES SHALL ONLY TAKE PLACE BETWEEN THE HOURS OF 8:00 A.M. AND 8:00P.M. ON WEEKDAYS AND 9:00 A.M
AND 7:00 P.M ON WEEKENDS AND HOLIDAYS.

ALL CONSTRUCTION ACTIVITIES SHALL COMPLY WITH CHAPTER 82-5C, NOISE, OF THE TOWN CODE.
UNLESS AUTHORIZED BY THE PLANNING BOARD, BLASTING IS PROHIBITED.

APPROVAL OF THESE PLANS DOES NOT CONSTITUTE ACCEPTANCE OF LAND AREAS DESIGNATED FOR DEDICATION TO THE TOWN
OF PUTNAM VALLEY, IF ANY.

THE CONTINUED VALIDITY OF A CERTIFICATE OF OCCUPANCY SHALL BE SUBJECT TO CONTINUED CONFORMANCE WITH THESE
PLANS AND THE PLANNING BOARD'S APPROVING RESOLUTION.

SITE INSPECTION NOTES

1. PRIOR TO THE ISSUANCE OF A BUILDING PERMIT, THE FOUNDATION LOCATION SHALL BE SURVEY LOCATED (BY USE OF

OFF-SETS) BY A NYS LICENSED LAND SURVEYOR AND SHALL CORRESPOND TO THE APPROVED PLANS; CORRESPONDENCE
FROM THE SURVEYOR SHALL BE PROVIDED TO THE BUILDING DEPARTMENT CERTIFYING THE SAME.

2. PRIOR TO COMMENCEMENT OF WORK, A PRE-CONSTRUCTION MEETING SHALL TAKE PLACE WITH THE APPLICANT,

CONTRACTOR, BUILDING INSPECTOR, TOWN ENGINEER, TOWN PLANNER, AND OTHER RELEVANT PARTIES. AT TIME OF
INSPECTION, ALL EROSION AND SEDIMENT CONTROL MEASURES AND CONSTRUCTION FENCING SHALL BE INSTALLED AND ALL
TREES TO BE REMOVED SHALL BE JOEED WITH A BRIGHT COLORED SURVEYOR'S RIBBON.

3. ALL IMPROVEMENTS ARE SUBJECT TO INSPECTION BY THE TOWN AND ITS AGENTS WITHOUT NOTIFICATION DURING THE

APPROVAL AND CONSTRUCTION PROCESS.

4. THE TOWN OF PUTNAM VALLEY STORMWATER MANAGEMENT OFFICER MAY REQUIRE SUCH INSPECTIONS AS NECESSARY TO

DETERMINE COMPLIANCE WITH CHAPTER 102, STORMWATER MANAGEMENT AND EROSION AND SEDIMENT CONTROL, AND MAY
EITHER APPROVE THE PORTION OF THE WORK COMPLETED OR NOTIFY THE OWNER/OPERATOR WHEREIN THE WORK FAILS TO
COMPLY WITH THE REQUIREMENTS OF CHAPTER 102 AND THE APPROVED SWPPP. TO OBTAIN INSPECTIONS, THE
OWNER/OPERATOR SHALL NOTIFY THE TOWN OF PUTNAM VALLEY ENFORCEMENT OFFICIAL AT LEAST 48 HOURS BEFORE ANY
OF THE FOLLOWING:

START OF CONSTRUCTION.

INSTALLATION OF SEDIMENT AND EROSION CONTROL MEASURES.
COMPLETION OF SITE CLEARING.

COMPLETION OF ROUGH GRADING.

COMPLETION OF FINAL GRADING.

CLOSE OF CONSTRUCTION SEASON.

COMPLETION OF FINAL LANDSCAPING.

SUCCESSFUL ESTABLISHMENT OF LANDSCAPING IN PUBLIC AREAS.
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5. IF COVERAGE UNDER THE GENERAL PERMIT IS REQUIRED, THE OWNER/OPERATOR SHALL RETAIN THE SERVICES OF A

QUALIFIED INSPECTOR AND THE QUALIFIED INSPECTOR SHALL CONDUCT A SITE INSPECTION AT LEAST ONCE EVERY SEVEN (7)
CALENDAR DAYS. INSPECTION REPORTS SHALL BE PROVIDED TO THE PLANNING BOARD AND BUILDING DEPARTMENT ON A
WEEKLY BASIS AND A COPY OF EACH REPORT SHALL BE KEPT ON-SITE.

6. PRIOR TO THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY, A FINAL SITE INSPECTION SHALL BE CONDUCTED WITH THE

PROPERTY OWNER/APPLICANT, CONTRACTOR, BUILDING DEPARTMENT, TOWN ENGINEER, TOWN PLANNER AND OTHER
RELEVANT PARTIES. A CERTIFICATE OF OCCUPANCY SHALL NOT ISSUE UNLESS THE CODE ENFORCEMENT OFFICER HAS FIRST
RECEIVED A WRITTEN REPORT FROM THE TOWN ENGINEER, TOWN PLANNER AND TOWN WETLAND INSPECTOR, AS APPLICABLE,
STATING THAT ALL LAND DEVELOPMENT ACTIVITIES MEET THEIR SATISFACTION AND THAT THE SITE HAS BEEN DESIGNED IN
ACCORDANCE WITH THE APPROVED PLANS.

TOWN OF PUTNAM VALLEY AS-BUILT SURVEY NOTES

PRIOR TO THE ISSUANCE OF A BUILDING PERMIT, THE FOUNDATION LOCATION (IF NECESSARY) SHALL BE SURVEY LOCATED (BY
USE OF OFF-SETS) BY A NYS LICENSED LAND SURVEYOR AND SHALL CORRESPOND TO THE APPROVED PLANS;
CORRESPONDENCE FROM THE SURVEYOR SHALL BE PROVIDED TO THE BUILDING DEPARTMENT CERTIFYING THE SAME.

PRIOR TO FINALIZING CONSTRUCTION, AN AS-BUILT SURVEY OF THE FULL PROPERTY SHALL BE SUBMITTED TO THE BUILDING
DEPARTMENT. THE SURVEY SHALL BE PREPARED BY A NYS LICENSED LAND SURVEYOR, SHALL INCLUDE ELEVATIONS AND
PROPERTY LINE SETBACK DIMENSIONS TO DEMONSTRATE COMPLIANCE WITH THESE APPROVED PLANS, AND SHALL BE
PREPARED TO THE SATISFACTION OF THE TOWN ENGINEER AND BUILDING INSPECTOR.

THE OWNER/OPERATOR SHALL SUBMIT AN AS-BUILT SURVEY OF ANY IMPROVMENTS LOCATED ON-SITE AFTER FINAL

CONSTRUCTION IS COMPLETED. THIS SURVEY MUST SHOW THE FINAL DESIGN SPECIFICATION FOR ALL SITE IMPROVEMENTS
AND MUST BE CERTIFIED BY A NYS PROFESSIONAL ENGINEER.

ENGINEER'S NOTES

THERE SHALL BE NO MODIFICATION TO ANY ASPECT OF THIS PLAN WITHOUT CONTACTING THE DESIGN ENGINEER.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH APPLICABLE FEDERAL, STATE, COUNTY AND LOCAL CODES, RULES &
REGULATIONS.

THIS PLAN WAS PREPARED FOR THE PURPOSE OF OBTAINING A BUILDING PERMIT. NO REPRESENTATION TO THE SUB-SURFACE SOIL
CONDITIONS ON THIS LOT ARE MADE OR IMPLIED BY THIS PLAN. IMPROVEMENTS SHOWN ARE FOR SCHEMATIC PURPOSES.

IT IS THE OWNERS RESPONSIBILITY TO INSURE THAT ALL IMPROVEMENTS ARE PLACED ON MATERIAL WITH A SUITABLE BEARING
CAPACITY.

CONTRACTOR TO VERIFY DEPTH & LOCATION OF ALL UTILITIES INCLUDING WATER, SEWER, DRAINAGE, GAS, TELEPHONE, ELECTRIC &
CABLE PRIOR TO START OF WORK.

PROPOSED DECKS, PATIOS, LIFT, DRIVEWAY, AND RESIDENCE DESIGNED BY OTHERS.

MARTEL/HOLLANDER

RESIDENCE
SITE DEVELOPMENT PLAN

/
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VIEW FROM NAMPAUGH ROAD

VIEW FROM OSCAWANA LAKE

EXISTING ELEVATIONS

BY: LAURA WAKEFIELD, ARCHITECT
NOT TO SCALE

TOWN OF PUTNAM VALLEY
PUTNAM COUNTY, NEW YORK

CONSTRUCTION SEQUENCE

THE PROPOSED PROJECT CONSISTS OF CONSTRUCTION OF A NEW GRAVEL DRIVEWAY, DRIVEWAY LIFT, AND ENTRY WALKWAY AND STEPS
AT AN EXISTING SINGLE-FAMILY RESIDENCE ON A 0.4742 ACRE PARCEL IN THE TOWN OF PUTNAM VALLEY.

THE FOLLOWING IS THE ANTICIPATED SEQUENCE OF CONSTRUCTION
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OBTAIN THE NECESSARY APPROVAL SIGNATURES ON THE SITE DEVELOPMENT PLANS FROM THE TOWN OF PUTNAM VALLEY.

CONDUCT A PRE-CONSTRUCTION MEETING AT THE SITE WITH REPRESENTATIVES FROM THE TOWN, THE SITE GENERAL CONTRACTOR
AND THE OWNER.

FILE THE NECESSARY DOCUMENTS TO OBTAIN THE REQUIRED BUILDING PERMIT(S).

INSTALL THE NECESSARY PERIMETER SOIL EROSION AND SEDIMENT CONTROL PRACTICES.

REMOVE THE TREES TO BE REMOVED.

INSTALL REQUIRED TREE PROTECTION AND WETLAND MITIGATION PRACTICES.

EXCAVATE THE SITE AS REQUIRED TO THE NECESSARY SUB-GRADES FOR CONSTRUCTION AND STOCKPILE ON SITE IN THE
DESIGNATED AREAS. CONTINUALLY MAINTAIN THE EROSION AND SEDIMENT CONTROL PRACTICES THROUGHOUT EXCAVATION
PRACTICES.

CONSTRUCT REQUIRED STORMWATER MANAGEMENT PRACTICES AND INSTALL WETLAND MITIGATION PLANTINGS. STABILIZE ALL
DRAINAGE AREAS.

INSTALL NEW GRAVEL DRIVEWAY AREA WITHOUT WALL.

INSTALL WELL.

REMOVE EXISTING WALKWAYS.

PREPARE AND INSTALL NEW TEMPORARY ACCESS DRIVEWAY.

INSTALL SEPTIC SYSTEM IN DESIGNATED LOCATION.

REPAIR/REPLACE FOUNDATION AS REQUIRED.

INSTALL NEW PROPANE TANK AND GENERATOR. RUN UTILITIES FROM PROPANE TANK AND GENERATOR TO RESIDENCE AS REQUIRED.
INSTALL NEW WATER SERVICE FROM WELL TO RESIDENCE.

CONSTRUCT LIFT LANDINGS AT DRIVEWAY AND AT RESIDENCE.

INSTALL NEW UNDERGROUND UTILITIES TO THE DRIVEWAY LIFT AS REQUIRED.

INSTALL NEW LIFT.

PERFORM FINAL GRADING AROUND THE PROPERTY AS INDICATED AND STABILIZE WITH GRASS SEED AND MULCH.

THROUGHOUT THE PROCESS, SCHEDULE INSPECTIONS AS NECESSARY WITH THE TOWN OF PUTNAM VALLEY BUILDING DEPARTMENT
AND MAINTAIN SOIL EROSION AND SEDIMENT CONTROLS.

INSTALL LANDSCAPE PLANTINGS AND GRASSED LAWN AREAS.
FINALIZE AND STABILIZE ALL SITE CONSTRUCTION. REMOVE TEMPORARY EROSION AND SEDIMENT CONTROL PRACTICES.

APPLY FOR AND OBTAIN CERTIFICATE OF OCCUPANCY.

ENGINEER'S NOTES TO OWNER/CONTRACTOR

A PRE-CONSTRUCTION SITE INSPECTION WITH CRONIN ENGINEERING, P.E., P.C. IS REQUIRED W/ THE OWNER AND CONTRACTOR
PRESENT TO CONFIRM THE CONSTRUCTION PROCEDURE.

THERE SHALL BE NO MODIFICATION TO ANY ASPECT OF THIS PLAN WITHOUT FIRST CONTACTING CRONIN ENGINEERING, P.E., P.C.
FOR APPROVAL.

PRIOR TO ANY EXCAVATION, THE OWNER AND/OR CONTRACTOR SHALL CALL THE UNDERGROUND LINE LOCATION SERVICE (CODE 53)
AT (800)-962-7962. FOR MORE INFORMATION, VISIT WWW.DIGSAFELYNEWYORK.COM.

EROSION & SEDIMENT CONTROL MEASURES AS SHOWN IN THIS PLAN SET SHALL BE IN PLACE PRIOR TO THE COMMENCEMENT OF
ANY SITE WORK. IF UNFORESEEN FIELD CONDITIONS ARE ENCOUNTERED WHICH PROHIBIT THE INSTALLATION OF CERTAIN EROSION
& SEDIMENT CONTROL MEASURES AS SHOWN, IT SHALL BE THE OWNER AND/OR CONTRACTOR'S RESPONSIBILITY TO CONTACT
CRONIN ENGINEERING, P.E., P.C. IMMEDIATELY TO DISCUSS ALTERNATIVE METHODS. IT SHALL BE THE OWNER AND/OR
CONTRACTOR'S RESPONSIBILITY TO ENSURE THE INTEGRITY OF ALL EROSION & SEDIMENT CONTROL MEASURES AT ALL TIMES
THROUGHOUT THE DURATION OF THE PROJECT.

CRONIN ENGINEERING, P.E., P.C. MAKES NO REPRESENTATIONS OR CERTIFICATIONS AS TO THE INTEGRITY, LOCATION OR EXISTENCE
OF SUBSURFACE STRUCTURES OR SOIL CONDITIONS WITH RESPECT TO STABILITY AND SUITABILITY FOR THE INTENDED PURPOSE. IT
IS THE RESPONSIBILITY OF THE OWNER AND/OR CONTRACTOR TO VERIFY ALL SUBSURFACE CONDITIONS AND INSURE THAT ALL
IMPROVEMENTS ARE PLACED ON MATERIAL WITH A SUITABLE BEARING CAPACITY.

CRONIN ENGINEERING, P.E., P.C. MAKES NO REPRESENTATION OR CERTIFICATIONS AS TO THE QUANTITY OF MATERIAL NEEDED OR
TO BE REMOVED FOR THE SUCCESSFUL CONSTRUCTION OF THE PROJECT. IT IS THE RESPONSIBILITY OF THE OWNER AND/OR
CONTRACTOR TO VERIFY THE QUANTITY OF MATERIAL NEEDED OR TO BE REMOVED TO SUCCESSFULLY CONSTRUCT THE PROJECT.

IN THE EVENT THAT FIELD CONDITIONS ARE DIFFERENT THAN WHAT IS PRESENTED IN THIS PLAN SET, IT IS THE RESPONSIBILITY OF
THE OWNER AND/OR CONTRACTOR TO NOTIFY CRONIN ENGINEERING, P.E., P.C. PRIOR TO CONTINUING WITH ANY FURTHER SITE
WORK.

IF UNFORESEEN SUBSURFACE CONDITIONS ARE ENCOUNTERED (I.E. ROCK, GROUNDWATER, ETC.), THE OWNER AND/OR
CONTRACTOR SHALL STOP WORK AND NOTIFY CRONIN ENGINEERING, P.E., P.C. ALL NECESSARY MODIFICATIONS OR CHANGES
SHALL BE DISCUSSED WITH AND APPROVED BY CRONIN ENGINEERING, P.E., P.C. PRIOR TO CONTINUING WITH ANY FURTHER SITE
WORK. FURTHERMORE, THE OWNER AND/OR CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMITS IF
BLASTING IS REQUIRED.

IT IS THE OWNER AND/OR CONTRACTOR'S SOLE RESPONSIBILITY TO FOLLOW OSHA, NYS AND ANY OTHER APPLICABLE CODES OR
REQUIREMENTS THROUGHOUT THE DURATION OF THE PROJECT. THIS INCLUDES BUT IS NOT LIMITED TO PROVIDING ADEQUATE
BRACING AND GUARANTEEING THE STABILITY OF EXCAVATIONS AND OTHER VICINITY STRUCTURES.

CRONIN ENGINEERING, P.E. P.C. MAKES NO REPRESENTATION AS TO THE QUALITY (I.E. CONTAMINATION), IF ANY, OF THE SOILS ON
THIS SITE. THE OWNER AND/OR CONTRACTOR ARE RESPONSIBLE TO CONDUCT ANY AND ALL TESTING AS MAY BE REQUIRED TO
ENSURE THE SITE HAS NO CONTAMINATED SOILS.

CRONIN ENGINEERING, P.E. P.C. MAKES NO REPRESENTATION AS TO THE SOIL BEARING CAPACITY OF THE SOILS ON SITE. THE
OWNER AND/OR ARCHITECT ARE RESPONSIBLE TO CONDUCT ANY AND ALL TESTING AS MAY BE REQUIRED TO ENSURE THE
CONSTRUCTION OF THE FOUNDATION MEETS THE REQUIREMENTS OF THE NEW YORK STATE BUILDING CODE AND THE BUILDING
CODE OF THE TOWN OF PUTNAM VALLEY. FOUNDATION DESIGN IS NOT PROVIDED BY THIS OFFICE AND IS THE RESPONSIBILITY OF
THE OWNER/ARCHITECT/BUILDER.

THE OWNER/BUILDER/ARCHITECT ARE RESPONSIBLE TO ENSURE THAT THE BUILDING FOUNDATION MEETS ALL CITY CODES AND
THE NEW YORK STATE RESIDENTIAL BUILDING CODE. IF UNSUITABLE MATERIAL IS ENCOUNTERED, THE OWNER SHALL MAKE
PROVISIONS (I.E. DEEPER FOOTING, SPREAD FOOTING, GRADE BEAMS, PILES, ETC.) AS NECESSARY TO ENSURE A CODE COMPLIANT
FOUNDATION TO THE SATISFACTION OF THE TOWN OF PUTNAM VALLEY BUILDING DEPARTMENT.

REFERENCE NOTES

REFERENCE IS MADE TO THE ARCHITECTURAL PLANS PREPARED BY LAURA WAKEFIELD, ARCHITECT ENTITLED "ARCHITECTURAL
PLANS FOR 27 NAMPAUGH ROAD, PUTNAM VALLEY, NEW YORK" DATED AUGUST 1, 2019.

REFERENCE IS MADE TO LIFT PLANS PREPARED BY MARINE INNOVATIONS, INC. ENTITLED "LIFT PLANS FOR MARTEL/HOLLANDER
RESIDENCE, 27 NAMPAUGH ROAD, PUTNAM VALLEY, NEW YORK" DATED NOVEMBER 1, 2019.

SPECIAL NOTE

THE DESIGN ENGINEER ASSUMES NO RESPONSIBILITY FOR THE MEANS AND METHODS NEEDED TO PERFORM THE
CONSTRUCTION/EXCAVATION, ET AL, OPERATIONS SHOWN HEREON. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
PROVIDE A SAFE WORKING ENVIRONMENT AND PROVIDE THE MEANS AND METHODS TO PERFORM THE NECESSARY TASKS. NOTHING
ON THESE PLANS SHALL OBLIGATE THE DESIGN ENGINEER AS TO THE MEANS AND METHODS TO PERFORM THE TASKS ASSOCIATED
WITH THE APPROVED DESIGN PLANS. THOSE OBLIGATIONS AT ALL TIMES REMAIN WITH THE CONTRACTOR(S).
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ADJOINER PROPERTY INFORMATION

# | TAXID. PARCEL OWNER ADDRESS

it 5185.1.05 |RONALD A HOLLANDER + MAUREEN C. MARTEL, 55 FAIRMONT AVENUE,
site -09-1- HASTINGS-ON-HUDSON, NEW YORK 10706

DOUGLAS R. STARN + NANCY BRESSLER, 110 HICKORY GROVE DRIVE EAST,

1 51.85-1-27 | ARCHMONT, NEW YORK 10538
> | 5185110 |DPOUGLAS R STARN + NANCY BRESSLER, 110 HICKORY GROVE DRIVE EAST,
. LARCHMONT, NEW YORK 10538
3 518515 | RICHARD D. MCKECHNIE LIVING TRUST, 25 WINNEBAGO ROAD,
-85-1- PUTNAM VALLEY, NEW YORK 10579
WILLIAM STOCKLAND, 31 NAMPAUGH ROAD,
4 | 51.85-1-24 | py1nAM VALLEY, NEW YORK 10579

OWNER/DEVELOPER

MAUREEN C. MARTEL
RONALD A. HOLLANDER

55 FAIRMONT AVENUE
HASTINGS-ON-HUDSON, NEW YORK 10706

¢ UNDER NEW YORK STATE EDUCATIONAL LAW ARTICLE 145, SECTION 7209 (2), IT IS
UNLAWFUL FOR ANY PERSON TO ALTER ANY ITEM ON THIS DRAWING, UNLESS
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER. IF
ANY ITEM IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO THE ITEM HIS
SEAL AND THE NOTATION "ALTERED BY" FOLLOWED BY HIS SIGNATURE AND THE
DATE OF SUCH ALTERATION AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
¢ COPYRIGHT "2020" BY CRONIN ENGINEERING, P.E., P.C. ALL RIGHTS RESERVED.
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OWNER'S CERTIFICATION PLANNING BOARD APPROVAL

THE UNDERSIGNED OWNERS OF THE PROPERTY SHOWN APPROVAL BY THEY PLANNING BOARD OF THE TOWN OF
HEREON ARE FAMILIAR WITH THIS SET OF DRAWINGS AND PUTNAM VALLEY, PUTNAM COUNTY, NEW YORK BY
ITS LEGENDS AND HEREBY APPROVES THE SAME FOR FILING. RESOLUTION DATED:

ANY CHANGE, ERASURE, MODIFICATION OR REVISION TO
THIS DRAWING SET AS APPROVED, SHALL VOID THIS

APPROVAL.
SIGNED THIS DAY OF .20
MAUREEN C. MARTEL + RONALD A. HOLLANDER PLANNING BOARD CHAIRPERSON OR SECRETARY

55 FAIRMONT AVENUE
HASTINGS-ON-HUDSON, NEW YORK 10706

SITE DEVELOPMENT PLAN
FOR

MARTEL/HOLLANDER
RESIDENCE

LOCATION:
27 NAMPAUGH ROAD
PUTNAM VALLEY, NEW YORK
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e 1 L 7 \ \ / 3 MAX 6" MESH (AS DEEMED NECESSARY BY EARTH MOVEMENT BTerTe
e TN Ly Sy S \\ e R~ QUALIFIED INSPECTOR.) Sy o -1-
h ; / ! N A (%) * -
y L Do N ‘ o FOR DRIVEWAY ONLY
) I / o an | 2" X 2" WOOD POST, NO. 2
, / / /[APPROXIMATE LOCATION © | TOE-IN FILTER FABRIC, RE-BAR OR STEEL PICKETS VOLUME s @
/ / / |EXISTING FOUNDATION TO /] / | OF PROPOSED HILLSIDE M 0 BACKFILL AND TAMP SOIL TO DESCRIPTION (CU. YDS.) -
/ | / |BE REPAIRED/REPLACED : LIFT TRACK SECURE FABRIC IN PLACE FRONT VIEW —
/ |AS REQUIRED )/ [NEW STONE STEPS. ‘ , T 51.81-1-23
) /o ; / [TREADS AT 12" AND ;o o SECTION VIEW cuT +0
/ // / Lo . EXISTING ’ ;{!/Siispfgo:‘ |\_NAIJB|NGS : —/ FILTER X, MIRAFI 100X, OR
/ / / J / / SINGLE-FAMILY /e , — X o0 STABILINKA T140N FILTER FILL +60 51.81-1-21
/ / ) / s RESIDENCE ; / / = ) <|<C CLOTH OR APPROVED EQUAL -
/ / / // / / _ B o
/ h / / FFE = £100.0 / i | o o WOVEN WIRE FENCE (MIN. 14 % NET FILL +60 51.81-1-20 51.81-1-15
/,/ / / / 7 E m GAUGE W/ MAX 6" MESH SPACING
/ il / i, / / i / v T ] AS DEEMED NECESSARY BY
// , / /) 3\] < QUALIFIED INSPECTOR.)
! 7 : : L - f /1 \
/ / Y, | NEW 2-10" HIGH o / DY/ “ // Z N M EXISTING / FINAL GRADE I M P E RVI OU S AREA
sy, / L \ PTD. STEEL — L oAy PROPOSED / o Ny | VICINITY MAP SCALE: 1" = +150"
S Ly T—IT==o HANDRAIL (TYP.) A \\/ \ / < DESCRIPTION AREA % OF
/ PROPOSED SEPTIC AREA: & T=T— ’ S A LN A 4 PROPOSED (S.F.) |PROPERTY
, /" /|@)PEAT BIOFILTER UNITS ! R S 4 ‘__/____\g__;_*_)//_ / 1 ;  |GRAVEL
/ / —_ / ’ / = / / / ‘ ]
/// [1.000 GAL. SEPTIC TANK + 7 | — = S Pem = e e e DRIVEWAY JOINING SECTIONS EXISTING 2,306 1.2 ADJOINER PROPERTY INFORMATION
7, |[500GAL. PUMP CHAMBER R [ o S A B e~ ~——— | ELEV = 152.5' TOP VIEW
. - e // / g / / pr 1~ ] ’ ! / [ “‘ Ny ~ = ! : - -
R A . o | | A Ve D o iy | PROPOSED 2,921 14.1 #| TAXID. PARCEL OWNER ADDRESS
Y o 7 i o7 / / / , W S~ I L I | | / / \ | PROPOSEb ) \/é —La_ | | , / / ; | TOE-IN FILTER FABRIC,
s - / 1/ / / | / / — m i} ] f ! BACKFILL AND TAMP SOIL TO X
» - /% s - e s 0? ] | | - / 7 lproPaNE H W/ / /|PROPOSED 1" TYPE K 1ix152/5 Y 153.0 X v SEGURE FABRIG IN PLACE site| 51.85-1-25 |RONALD A._ HO-LLANDER+ MAUREEN C. MARTEL, 55 FAIRMONT AVENUE,
/ . p . - - y ] L ] | | o / / \ |service || | S COPPER DOMESTIC ==CCA Y VO / S PEC IAL HASTINGS-ON-HUDSON, NEW YORK 10706
) . ~ e ] o W ) / [ , 7 / ‘
- p e R L Y /, ~ R e ey S S B / ; /" |WATER SERVICE \ \ L__ ISOMETRIC VIEW. o A= 1 5185.1.07 |POUGLAS R STARN + NANCY BRESSLER, 110 HICKORY GROVE DRIVE EAST,
- —— ] f . . - ” i . Y . ' . - J— - = = ———p y LARCHMONT, NEW YORK 10538
] “;/ ) N82°5700"W / \ / | ss / , / \| \ 6" X 6" X 6" TRENCH CO N STRU CTI O N N OTE 5 51 85.1-10 E/i)éjc(:}kli_cg’\ll?_i_SJI?@NYBQQI\:(&;(;;RESSLER, 110 HICKORY GROVE DRIVE EAST,
- S A / [ / / )
AP PROXIATE LOCATION <L ) /"'/ VAN o / NEW 36" MIN. HT. PTD. STEEL INSTALLATION NOTES: FOLLOWING CONSTRUCTION 3 | 518515 | PUTNAMVALLEY, NEWYORK 10570 oo o,
’ e SANEY N f GUARDRAIL AT TOP OF WALL 1. EXCAVATE A 4 INCH X 4 INCH TRENCH ALONG THE LOWER SIDE OF A SLOPE AS SPECIFIED ON SITE PLAN. RELATED ACTIVITIES; ALL 1o WILLIAM STOCKLAND, 31 NAMPAUGH ROAD,
OF EXISTING > »i \ | LINE/LIMIT OF EXISTING WHEREVER TOP OF WALL TO 2. UNROLL A SECTION AT A TIME AND POSITION THE POSTS AGAINST THE BACK (DOWNHILL) WALL OF THE DISTURBED AREAS WILL BE TREATED 4 51.85-1-24  |pyrnam VALLEY, NEW YORK 10579
SUBSURFACE SEWAGE ADJACENT GRADE HEIGHT TRENCH (NET SIDE AWAY FROM DIRECTION OF STORM WATER FLOW).
TREATMENT SYSTEM NOW OR FORMERLY \ EXISTING OVERHEAD ggﬂg-\r/'égolﬁj';‘c&? BE EXCEEDS 30° 3. E’SQVT%LHE POST INTO THE GROUND UNTIL THE NETTING IS APPROXIMATELY 2 INCHES FROM THE TRENCH WITH TOPSOIL, RAKED, SEEDED AND
U T I L I TY + G I 2 A D I N G P LA N \ ELECTRICAL WIRES ( ) 4. LAY THE TOE-IN FLAP OF FABRIC FLAT IN THE BOTTOM OF THE TRENCH AND BACKFILL THE TRENCH AND TAMP MULCHED. AREAS TO BE SEEDED
APPROXIMATE LOCATION STOCKLAN D AND POLE TO REMAIN SROPGSED TWRTOT NEW DRY STONE THE SOIL OVER THE FLAP TO SECURELY HOLD THE FABRIC IN PLACE. STEEPER SLOPES REQUIRE AN SHALL BE SEEDED WITH
'Wx10' INTERCEPT TRENCH.
SCAL E . 1 "= 1 6' O" OF EXISTING SEPTIC TARK \ PROPANE TANK ON RETAINING WALL 5. JOIN SECTIONS AS SHOWN ABOVE "NORTHEAST UPLAND
- - - , , 6. PREFABRICATED UNITS SHALL BE OF TYPE GEOFAB, ENVIROFENCE, OR APPROVED EQUIVALENT.
\ 4'Wx23'L CONCRETE PAD NATIVE/NATURALIZED WILDFLOWER
\ SILT FENCE INSTALLATION N.T.S. MIX" BY SOUTHER TIER CONSULTING. OWNER/DEVELOPER
/ A —\
ROCK NOTES T =
NOW OR FORMERLY 15 LONG
MIN. 1. IF ROCK IS ENCOUNTERED, IT
S . STARN + BRESSLER SHALL BE REMOVED VIA ROCK SCALE: AS NOTED
} \ \ \\ \ y e \, ‘ ‘ \ \ \ \ PROPOSED , HAMMERING AND SHALL BE
| ) / > : 4 ! \ \ | \ \“ / / ’ / o) / / | W
: . / , S " TyPIcAL) 5 | “ /y/ ,/ ” , | +8,363 S.F. i LIMITED TO HOURS & DAYS AS
A\ S 82° 57' 00" E ' ‘ / / / | [ [ '5 5 |l —PROVIDE 3" CLEAN PER THE ROCK HAMMERING
$ r ; gl - [ye) CRUSHED
“TR: :; i e PERMIT MAUREEN C. MARTEL
/ SA B Zu .
/ . f ~ = z
/ R = 2. EXISTING BOULDERS TO
N E RONALD A. HOLLANDER
1 1 i MOVED OR USED IN .
: ;gI' it LANDSCAPING
1518 55 FAIRMONT AVENUE
[/ ‘ ‘ L ¥ PLAN
EXISTING |/ ' A / /1 / | 1 |% |STABILIZED PROVIDE 3" CLEAN CRUSHED 1 [/ HASTINGS-ON-HUDSON, NEW YORK 10706
WEI cREP! &5 ' AR e 5OR : | Y CONSTRUCTION STONE OR GRAVEL TO DEPTH OF 1' I a e
/] " |WELL SHED ’i i X A%, | | [PROVIDE TEMPORARY ACCESS A0 .
R TR e S\“\‘?{\ DRIVE TO LOWER LEVEL. UPON { ) § |[ENTRANCE /
S i F %/ | |COMPLETION OF CONSTRUCTION, [ s | ‘ “ . S\ T PROVIDE GEOTEXTILE FILTER N eW / Y rk
! PrOPGSED ST // i Ly Lo, /|SEED/MULCH AREA AS REQUIRED.| | | I, ] ( I i VRl | - - FABRIC ON SIDES AND BOTTOM /| O ¢ UNDER NEW YORK STATE EDUCATIONAL LAW ARTICLE 145, SECTION 7209 (2), IT IS
L SEF : 7 T ‘ ™ f / f ;‘ / : - LK (O] [ UNLAWFUL FOR ANY PERSON TO ALTER ANY ITEM ON THIS DRAWING, UNLESS
FENCE (TYPICAL ] ) ] ;o / | / | | : | H COMPACT SUBGRADE ’
Sy CE( : ) N EXISTING I ;o s | I ‘ ‘ | g ol (800) 962 -7962 ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER. IF
A &0 SINGLE-FAMILY | ’ ‘ “ poe ' s ANY ITEM IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO THE ITEM HIS
/ / / ey ! y PROPOSED ROLLED EROSION bt R s i s nah g <| < SECTION ; ’
/ // o I / RESIDENCE CONTROL BLANKETS UNDER ol e 2= 0 www.digsafelynewyork.com SEAL AND THE NOTATION "ALTERED BY" FOLLOWED BY HIS SIGNATURE AND THE
/ / ; / — ) g AT it it Bty ;
s A ~’! d FFE = +100.0 TEMPORARY ACCESS ROAD K o ﬁ \ oo INSTALLATION NOTES: DATE OF SUCH ALTERATION AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
y $el- e AND LIFT SYSTEM AN e, o sl « COPYRIGHT "2020" BY CRONIN ENGINEERING, P.E., P.C. ALL RIGHTS RESERVED.
/ r o / ) / / / ] i o 1 o¥ s 1 [ g R \
/ / / :' S 7 §/ it / / / \N/ ! / ! | | ‘0’ / H ) \ 1. STONE SIZE SHALL BE 3" STONE OR RECLAIMED OR RECYCLED CONCRETE EQUIVALENT ONLY.
/ /o il i fo0 j Y Ho S N < REVISIONS
/ / e I ;) k zZ 2. LENGTH SHALL BE AS SHOWN BUT NOT LESS THAN 15'
) ) §as ..l Y/ ‘ / ’
/ // // / | .:. '! ..' vd ,': / ,r'/ / 3. THE THICKNESS SHALL BE NO LESS THAN 12" AT THE CONSTRUCTION ENTRANCE.
J / / - /n // /
/ / /| ] ' . .'. . / i. // / ! 4. THE WIDTH SHALL BE 10' AT A MINIMUM BUT NOT LESS THAN THE FULL WIDTH OF THE
/ / ) P H ———— A AN | TRAVELED WAY.
K A P R s ,
/ / K /un H I I l_ J 0’./_________-,_//",{ . 5. FILTER FABRIC SHALL BE PLACED OVER THE ENTIRE AREA PRIOR TO THE PLACING OF ANY
/ / / . :' L / ’ 7 STONE. FILTER FABRIC WILL NOT BE REQUIRED ON A SINGLE FAMILY RESIDENCE
Sy ] | | - ' ' K CONSTRUCTION.
o) J/ // oo EAT | 6. IF SURFACE WATER IS FLOWING TOWARD THE CONSTRUCTION ENTRANCE, IT SHALL BE PIPED
/ Yy | UNDERNEATH THE STABILIZED ENTRANCE. IF PIPING IS IMPRACTICAL, A BERM WITH 5:1 SIDE
nd / - 0? I I | SLOPES SHALL BE PERMITTED. 4 REASON DATE
, - L 18 L i e ;/ 7. THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT THE TRACKING
s d - - ':p/r_‘:__“ '__:Q;F‘E“_ s . - . o — OR FLOWING OF SEDIMENT FROM CONSTRUCTION INTO THE PUBLIC RIGHT OF WAY. THIS MAY .
285.97' ! ! N 82° 57' 00" W “‘,"/' / /’ ,'P- , // ) K /’ \ REQUIRE PERIODIC DRESSING WITH ADDITIONAL STONE AS CONDITIONS DEMAND AND REPAIR MUNICIPAL TAX IDENTIFICATION:
. » I ,/ e Vi ’/' / / /‘: ) 1 AND/OR CLEANOUT OF ANY MEASURES USED TO CAPTURE SEDIMENT. ANY SEDIMENT )
1 L / s // / / : | | T \ TRACKED, DROPPED OR WASHED INTO PUBLIC RIGHT OF WAY SHALL BE REMOVED SECTION: 51.81
~ T —< / K ’ | ‘ y ' IMMEDIATELY.
7 P e A )’ // /" / | | | | “: | | PROPOSED SOIL BLOCK: 1
- > — " J/ | [ STOCKPILING AND STAGING 8. WHEELS OF CONSTRUCTION VEHICLES SHALL BE CLEANED TO REMOVE SEDIMENT PRIOR TO
AREAS (TYPICAL) ENTERING ONTO THE PUBLIC RIGHT OF WAY. WHEN WASHING IS REQUIRED, IT SHALL BE LOT: 25
DONE IN AN AREA STABILIZED WITH STONE AND WHICH DRAINS INTO AN APPROPRIATE .
EROSION + SEDIMENT CONTROL PLAN NOW OR FORMERLY susLoT:
9. PERIODIC INPECTION AND MAINTENANCE SHALL BE PROVIDED FOR THE DURATION OF i
S CAL E 1 " 1 6' 0" STOCKLAN D CONSTRUCTION OR UNTIL FINAL GRADE IS ACHIEVED. DRAWN BY: KAA
. — _ N.T.§
: CHECKED: KS/TC3
STABILIZED CONSTRUCTION ENTRANCE MARTEL - 27 NAMPAUGH
PROJECT:
ROAD
DATE: MARCH 1, 2020
EROSION AND SEDIMENT CONTROL NOTES STANDARD STEEL OR WOOD FENCE POSTS NOTE: o STABILIZE ENTIRE SOIL PILE WITH FAST SILT FENCE * TIMOTHY L. CRONIN III, P.E.
(SEE NOTES 1 & 2) FOR USE DURING INDIVIDUAL LOT CONSTRUCTION 4"-6" TOPSOIL OVERFILL GROWING VEGETATION OR COVER (SEE DETAIL) JOB #: 191101 LICENSE #062980
1) CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLIANCE WITH ALL SEDIMENT AND ANYWHERE THE ENGINEER DEEMS NECESSARY FOR SETTLING PURPOSES .
AND EROSION CONTROL PRACTICES. THE SEDIMENT AND EROSION CONTROL ~+< , OR AS SHOWN ON THE PLANS STRAW BALE DIKE p
PRACTICES ARE TO BE INSTALLED PRIOR TO ANY MAJOR SOIL DISTURBANCES, 6 TO BE PROVIDED ON THE LIMIT OF DISTURBANCE LINE ATATAA ATATAA (SEE DETAILL) e T A :
AND MAINTAINED UNTIL PERMANENT PROTECTION IS ESTABLISHED. X G Yoo Wik ;
1 A _ A4 W nf v
2) TIMELY MAINTENANCE OF SEDIMENT CONTROL STRUCTURES IS THE N p—MN o R NIN
RESPONSIBILITY OF THE CONTRACTOR. ALL STRUCTURES SHALL BE MAINTAINED SIS aYe >
IN GOOD WORKING ORDER AT ALL TIMES. THE SEDIMENT LEVEL IN ALL SEDIMENT o 08 8 SO9|D 7
TRAPS SHALL BE CLOSELY MONITORED AND SEDIMENT REMOVED PROMPTLY COSIS3g||cO o > I‘: N IN I‘: I‘:RIN
WHEN MAXIMUM LEVELS ARE REACHED OR AS ORDERED BY THE ENGINEER. ALL COSISST||C0ORTS CLEAN GRANULAR FILL ONLY 5
SEDIMENT CONTROL STRUCTURES SHALL BE INSPECTED WEEKLY, PRIOR TO COSSSST||[CO0RSITS NO STONES GREATER THAN 3
EXPECTED RAIN EVENTS, AND AFTER EACH HEAVY RAIN TO INSURE PROPER © 8 SSOOY |00 8 8 SSOSO||[T— AND NO ORGANIC MATERIAL PROFESSIONAL ENGINEERING & CONSULTING
OPERATION AS DESIGNED. AN INSPECTION SCHEDULE SHALL BE SET FORTH L SO0 g QQ SO O O PERMITTED. CLEAN FILL TO RUN
PRIOR TO THE START OF CONSTRUCTION. oY 08 80 SO0 O 8 FULL LENGTH OF TRENCH o (9 1 4) 736-3664
S QOO .z
3) THE LOCATIONS AND THE INSTALLATION TIMES OF THE SEDIMENT CAPTURING Al S 8 SO0 _// =
STANDARDS SHALL BE AS ORDERED BY THE ENGINEER, AND IN ACCORDANCE 1 SO CLEAN GRANULAR FILL ONLY i 2 INSTALLATION NOTES:
WITH ACCEPTED STANDARDS. ky © NO STONES GREATER THAN 3 / o §I 39 Arlo Lane
PERQ:\JF?-ES %RL(ézsllgLNLlAJgEISII\_] Z 1. AREA CHOSEN FOR STOCK PILING OPERATIONS TO BE DRY AND STABLE.
4) ALL TOPSOIL NOT TO BE USED FOR FINAL GRADING SHALL BE REMOVED FROM : 2. MAXIMUM SLOPE OF PILE TO BE 1 VERTICAL ON 2 HORIZONTAL. M
THE SITE IMMEDIATELY AND PLACED IN A STABILIZED STOCKPILE OR FILL AREA. PERSPECTIVE VIEW FULL LENGTH OF TRENCH WATER SERVICE PIPING 3. REFER TO STRAW BALE DIKE AND SILT FENCE INSTALLATION DETAILS IN THIS PLAN SET FOR INSTALLATION Cortlandt anor, New York 10567
ALL TOPSOIL REQUIRED FOR FINAL GRADING AND STORED ON SITE SHALL BE —_ (THIS SECTION TO BE COMPACTED (SEE PLAN FOR SIZE & GUIDELINES.
LIMED,FERTILIZED, TEMPORARILY SEEDED AND MULCHED WITHIN 14 DAYS. IN 6" LIFTS) MATERIAL)
* EITHER A STRAW BALE DIKE OR SILT FENCE MAY BE USED FOR INLET PROTECTION AS SPECIFIED BY QUALIFIED INSPECTOR. U TILITY G RADIN G AND
5) ANY DISTURBED AREAS THAT WILL BE LEFT EXPOSED MORE THAN 21 DAYS AND CONSTRUCT ON LIMIT N.T.S.
NOT SUBJECT TO CONSTRUCTION TRAFFIC, SHALL IMMEDIATELY RECEIVE OF DISTURBANCE LINE UNDISTURBED OR COMPACTED EARTH SOIL STOCKPILING CONSTRUCTION ’ ’
TEMPORARY SEEDING. MULCH SHALL BE USED IF THE SEASON PREVENTS THE STANDARD STEEL OR EROSION AND SEDIMENT
ESTABLISHMENT OF A TEMPORARY COVER. DISTURBED AREAS SHALL BE LIMED WOOD FENCE POST
AND FERTILIZED PRIOR TO TEMPORARY SEEDING. OWNER'S CERTIFICATION PLANNING BOARD APPROVAL
NS TRUCTION NOTES FOR PLASTIC FENGE WATERMAIN INSTALLATION NOTES: CONTROL PLAN
6) ALL DISTURBED AREAS WITHIN 500 FEET OF AN INHABITED DWELLING SHALL BE O
WETTED AS NECESSARY TO PROVIDE DUST CONTROL. 1. NOROCK SHALL PROJECT WITHIN THE SURFACE OF THE TRENCH AND ALL ROCK SHALL BE A MINIMUM OF 12" THE UNDERSIGNED OWNERS OF THE PROPERTY SHOWN APPROVAL BY THEY PLANNING BOARD OF THE TOWN OF
5 DRIV SUPPORT POSTS 30 INT0 GROUND - ES O FROM THE PIPE HORIZONTALLY. | BEDROCK IS ENCOUNTERED DURING INSTALLATION, IT SHALL BE HEREON ARE FAMILIAR WITH THIS SET OF DRAWINGS AND PUTNAM VALLEY, PUTNAM COUNTY, NEW YORK BY SITE DEVELOPMENT PLAN
7) THE CONTRACTOR SHALL KEEP THE ROADWAYS WITHIN THE PROJECT CLEAR OF 2. DRIVE SUPPORT POSTS 36" INTO GROUND. EXCAVATED TO A MINIMUM DEPTH OF 4' + PIPE ¢ + 6" AND REPLACED WITH 6" OF SAND. i ’
SOIL 3. FIRMLY FASTEN FENCE MATERIAL IN PLACE BY WIRING O O ITS LEGENDS AND HEREBY APPROVES THE SAME FOR FILING. RESOLUTION DATED: FOR
FULLHEIGHT OF FENGE. WIRING SHALL BE DONE IN A > @D @ 2. CLAY, SILTLOAM, OR NOR-HOMOGENOUS SOILS REQUIRE SHORING AND BRACING. ANY CHANGE, ERASURE, MODIFICATION OR REVISION TO
8)  AND DEBRIS AND IS RESPONSIBLE FOR ANY STREET CLEANING NECESSARY MANNER THAT WILL PREVENT SAGGING OF FENCE MATERIAL. O THIS DRAWING SET AS APPROVED. SHALL VOID THIS M A R T E L I H 0 L L A N D E R
DURING THE COURSE OF THE PROJECT. 4 PROVIDE PERIODIC INSPECTION AND MAINTENANCE OF O 3. SHEETING AND BRACING SHALL BE USED IN ACCORDANCE WITH OSHA AND THE NYS DEPARTMENT OF LABOR ;
'FENCE INCLUDING REPAIRS AS NECESSARY AND REQUIRED. > INDUSTRIAL CODE, RULE 753 WHERE REQUIRED. SHEETING & BRACING ARE REQUIRED WHERE TRENCH APPROVAL. R E S I D E N C E
9) SEDIMENT AND EROSION CONTROL STRUCTURES SHALL BE REMOVED AND THE 5. PLASTIC FENCE MATERIAL SHALL BE MORNING BARRIER O DEPTHS EXCEED 5'IN HEIGHT. - SIGNED THIS DAY OF 20
FENCE, COLOR-INTERNATIONAL ORANGE, AS S ’
QYRIE/EFE&AA?\IIIIEII\TEII:\)A&%%NR-IE-I;E DRAINAGE AREA HAS BEEN PROPERLY STABILIZED MANUFACTURED BY ADPI ENTERPRISES, INC. OR APPROVED > G:I:D 4. ANY UNSUITABLE MATERIAL EXCAVATED FROM THE TRENCH SHALL NOT USED AS BACKFILL AND SHALL BE LOCATION .
: EQUAL. SEE NOTE 3 REPLACED BY SUITABLE MATERIAL APPROVED BY THE DESIGN ENGINEER. :
10) SOIL SEEDING AND FERTILIZER AMENDMENTS SHALL BE PERFORMED IN 27 NAMPAUGH ROAD
ACCORDANCE WITH THE CURRENT EDITION OF "NEW YORK GUIDELINES FOR
URBAN EROSION AND SEDIMENT CONTROL". MAUREEN C. MARTEL + RONALD A. HOLLANDER PUTNAM VALLEY, NEW YORK
WATER SERVICE INSTALLATION : * : PLANNING BOARD CHAIRPERSON OR SECRETARY
N.T.S 55 FAIRMONT AVENUE
1. HASTINGS-ON-HUDSON, NEW YORK 10706 SHEET 2 OF 4 UGESC-1.1

W/O PAVEMENT RESTORATION

11) ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED IN
ORANGE CONSTRUCTION FENCE N.T.S.

ACCORDANCE WITH THE CURRENT EDITION OF "NEW YORK GUIDELINES FOR
URBAN EROSION AND SEDIMENT CONTROL".



AutoCAD SHX Text
W

AutoCAD SHX Text
W

AutoCAD SHX Text
  + 6" AND REPLACED WITH 6" OF SAND.   


PROPOSED RAIN
,|GARDEN (SEE
SHEET CD-3.1)

NOW OR FORMERLY

STARN + BRESSLER

ROOF AREA OVER
PROPOSED LANDING
AND EXISTING DECK
TO BE TREATED BY
RAIN GARDEN

Ve

285.97

s /24"
S / cLump pd
p / o e EXISTING
/ 4 7 / SINGLE-FAMILY
// / e RESIDENCE
/ / / FFE = +£100.0
/ / /
/ / ':
/ / s‘f ‘0
// / [ X
/ I ]
/ , !
PROPOSED WETLAND
// MITIGATION PLANTINGS =/
/ (CAREX PENNSYLVANICA) I I 7/1
/ L
- Sy oy P
P / ry | | | |
Sl R
P - - - - J / ="
> - %Q Pz - ~ / I I | |
- Ve e e Ve Ve
- // // // // // // P 8" | |
// Z // // // // L M | L X
i

/
/ /N 82°57'00"W /
/ / /

NOW OR FORMERLY
STOCKLAND

TREE PROTECTION AND REMOVAL AND

LANDSCAPING PLAN

Dig Safely.
NewZYork
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www.digsafelynewyork.com
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CORRECT METHODS OF TREE FENCING

TREE AND ROOT PROTECTION

1. CONSTRUCTION EQUIPMENT, TRUCKS OR OTHER VEHICLES SHOULD NOT BE PARKED OR OPERATED

UNDER THE CANOPY OF TREES TO BE SAVED./

2. PETROLEUM PRODUCTS AND CHEMICALS SHOULD NOT BE STORED, SPILLED, OR DUMPED UNDER

PROTECTED TREE CANOPIES.

3. EXCAVATION OR STOCKPILING BENEATH PROTECTED TREES IS NOT ACCEPTABLE.
4. IN NO CASE SHALL BOARDS OR FENCES BE NAILED TO PROTECTED TREES.

N.T.S.

TREE PLANTING CHART

SIZE

TREE REMOVAL AND PROTECTION NOTES

1. THE REMOVAL OF TREES ON PROPERTY IS TO BE MINIMIZED. TREES TO BE REMOVED SHOULD
BE TAGGED BY THE APPLICANT AND INSPECTED BY THE TOWN OF PUTNAM VALLEY PRIOR TO
CUTTING. TREE WELLS SHOULD BE CONSTRUCTED AROUND ALL TREES THAT COULD BE
IMPACTED AS A RESULT OF CUTTING AND FILLING.

2. ALL TREES DESIGNATED FOR PRESERVATION (WITHIN THE LIMIT OF DISTURBANCE) SHALL BE
CLEARLY JOEED WITH A BRIGHT COLORED RIBBON OR OTHER EASILY DISCERNIBLE METHOD.

3. TREES TO BE PROTECTED SHALL BE PROVIDED WITH FENCING OR TRUNK ARMOR AS DETAILED
ON THIS PLAN. ALL TREE PROTECTION METHODS SHALL CONFORM TO CHAPTER 5.190 OF THE
WESTCHESTER COUNTY " BEST MANAGEMENT PRACTICES MANUAL SERIES FOR EROSION AND
SEDIMENT CONTROL", 1991. THESE GUIDELINES SHALL BE IMPLEMENTED FOR ALL TREES
DESIGNATED FOR PROTECTION.

4. TREE STUMPS TO REMAIN IN PLACE ON SITE (WHERE APPLICABLE). IN AREAS WHERE A
STRUCTURE IS PROPOSED, TREE STUMPS SHALL BE REMOVED FROM THE SITE IN A LAWFUL
MANNER OR GRINDED ON SITE AND USED FOR LANDSCAPING PURPOSES ONLY.

5. WOOD CHIPS SHALL BE STOCKPILED ONLY FOR USE IN LANDSCAPING AND DECORATIVE
PURPOSES. WOOD CHIPS NOT FOR THESE PURPOSES SHALL BE REMOVED FROM THE SITE IN A
LAWFUL MANNER.

6. WOOD CHIPS AND STUMP CHIPS SHALL NOT BE USED FOR ANY FILLING OR BACKEFILLING
OPERATION.

7. ALL CUT LOGS SHALL BE REMOVED FROM THE SITE IN A LAWFUL MANNER OR USED FOR
DECORATIVE PURPOSES ONLY. CUT LOGS SHALL NOT BE STOCKPILED FOR MORE THAN 30
DAYS NOR USED FOR FILLING OR OR BACKFILLING PURPOSES.

8. FALLEN TREES SHALL BE DELICATELY LIFTED IN PLACE (WHERE APPLICABLE) TO REDUCE
IMPACTS TO STEEP SLOPES AS MUCH AS PRACTICABLE.

9. TREES TO BE REMOVED SHALL BE CHIPPED AS MUCH AS PRACTICABLE. CHIPS MAY BE SPREAD
IN THE WOODS OR USED IN GARDENS FOR LANDSCAPING. THE REMAINDER OF THE TREE
SHALL BE CUT TO USEABLE LENGHTS AND RELOCATED TO THE CONSTRUCTION ZONE. THE
LOGS MAY BE USED FOR CONSTRUCTION, LANDSCAPING OR FIREWOOD.

auanTity | aBer. | symeoL | BoTaNicAL NamE COMMON NAME [t COMMENTS
(N.) Ty | (©AL)
1 L { ) LIRIODENDRON TULIP TREE 2
. —
GLEDITSIA
1 GT O A HONEY LOCUST 2
TOTAL TREES: 2
SIZE
auanTiTY | ABBR. | symeoL | BoTANICAL NAME COMMON NAME [t COMMENTS
(N.) Ty | @A)
THUJA EASTERN
2 TO OCCIDENTALIS WHITE CEDAR 68
FLOWERING
2 CF CORNUS FLORIDA v %
CORNUS
3 CcA ALrRiS A | PaGoDADOGWOOD %
AMELANCHIER
10 AA ELANCH SERVICEBERRY 1%
13 G ILEX GLABERA INKBERRY 2
ILEX
16 v VERTIO LATA WINTERBERRY 2
VIBURNUM
7 VD RN ARROW-WOOD 2
1 VL VIBURNUM LENTAGO] ~ NANNYBERRY 2
HYDRANGEA
13 HA A RANOERs | smooTH HYDRANGEA 2
3 ss ITEA VIRGINICA SWEETSPIRE 2
TOTAL SHRUBS: 80
SIZE
auanTity | aBer. | symeoL | BoTaNicAL NamE COMMON NAME [t COMMENTS
(N.) 1) | (©AL)

TC

TIARELLA CORDATA

FOAM FLOWER

20

MR

MITCHELLA REPENS

PARTRIDGE BERRY

AR

ARCTOSTOPHYLOS

BEARBERRY

70

AF

ATHYRIUM
FILIX-FEMINA

LADY FERN

70

MP

MATTEUCCIA
PENNSYLVANICA

OSTRICH FERN

50

PQ

PARTHENOCISSUS
QUINQUEFOLIA

VIRGINIA CREEPER

30

PG

POLYGANATUM
GIGANTEA

GIANT
SOLOMON'S SEAL

20

IRIS CRISTATA

CRESTED IRIS

100

CP

CAREX
PENNSYLVANICA

SEDGE

LANDSCAPING NOTES

1.  ALL LANDSCAPING (PLANTING OF TREES, SHRUBS, SOD, ETC.) SHALL BE PERFORMED BY OR
UNDER THE SUPERVISION OF A PERSON WHO MEETS AT LEAST ONE OF THE FOLLOWING
CRITERIA: CERTIFIED NURSERY PROFESSIONAL, IS A CERTIFIED ARBORIST, CERTIFIED
LANDSCAPE TECHNICIAN PROGRAM OR GRADUATE FROM A 2 YEAR COLLEGE IN THE FIELD OF
HORTICULTURE, ENVIRONMENTAL SCIENCE, LANDSCAPE ARCHITECTURE OR FORESTRY.

2. ALL PLANTS MUST BE HEALTHY AND REPRESENTATIVE OF THE FORM OF THE SPECIES.

3. TREES TO BE PLANTED IMMEDIATELY AFTER DELIVERY FROM THE NURSERY.

4. CONTRACTOR TO ASSURE SUITABLE SOIL CONDITION, IF NECESSARY PROVIDE ORGANIC
MATTER-COMPOST, NUTRIFIED BARK, IN THE PROPORTION OF 3 PARTS OF SOIL TO 1 PART OF
ORGANIC MATTER.

5.  WATERING BASIN FOR TREES TO BE AT LEAST 30" IN DIAMETER OR THREE TIMES THE SIZE OF
THE ROOTBALL.

6. BACKFILLING OF PLANT BASIN TO BE WITH THE ORIGINAL SOIL TO THE LEVEL OF 3 TO 4 INCHES
ABOVE THE ORIGINAL LEVEL.

7. PROVIDE APPROPRIATE WATERING AND IF NECESSARY WRAP THE TRUNK TO LIMIT DAMAGE
FROM INSECTS.

8. ALL STAKING AND PIT DETAILS SHALL BE IN ACCORDANCE WITH THE NYS STANDARD SHEETS
SECTION 611-1R1

9. CONTRACTOR TAKES ALL RESPONSIBILITY FOR MAINTAINING A SAFE CONSTRUCTION AND
POST-CONSTRUCTION CONDITION.

10. ANY CHANGE IN THIS PLAN IS SUBJECT TO APPROVAL FROM THE TOWN OF PUTNAM VALLEY.

TOTAL PERENNIAL/GROUNDCOVER PLANTINGS: 378

4" MIN.

f«.wmj

O

-

REMOVE ENOUGH WHOLE BRANCHES TO

53 MIN.

REDUCE FOLIAGE BY J; (ALWAYS PRUNE
TO NODE OR CROTCH RETAINING
NORMAL PLANT SHAPE)

TOPSOIL MIX BACKFILL ALONG
SIDES OF ROOT BALL (6" MIN)

CUT AND REMOVE BURLAP BINDING FROM

THE TOP % OF THE ROOT BALL AND COMPLETELY
FROM THE TRUNK OF THE TREE. (IF REQUIRED)

5%" MIN—= TAMPED TOPSOIL MIX BELOW
ROOT BALL (6" MIN)
|

SHRUB PLANTING

N.T.S.

INVASIVE SPECIES MANAGEMENT PROTOCOL

AREAS INDICATED FOR INVASIVE SPECIES MANAGEMENT SHALL BE FLAGGED BY THE
ENVIRONMENTAL CONSULTANT PRIOR TO WORK BEGINNING. AREAS SO MARKED WILL BE CUT WITH
A BRUSH HOG OR SIMILAR EQUIPMENT AND CUT MATERIAL COLLECTED AND DISPOSED OF OFFSITE.
WHERE FEASIBLE WITHOUT EXTENSIVE SOIL DISTURBANCE, ROOT SYSTEMS OF INVASIVE SPECIES
SHALL BE GRUBBED AND DISPOSED OF OFFSITE. ONCE INVASIVE MATERIAL HAS BEEN REMOVED,
REPLACEMENT PLANTS SHALL BE PLACED BY THE ENVIRONMENTAL CONSULTANT IN GROUPS OF
TREES AND SHRUBS APPROPRIATE FOR LIGHT AND MOISTURE CONDITIONS. THESE GROUPINGS
SHALL CONSIST OF AT LEAST 15-20 TREES AND 40-80 SHRUBS ON EACH SIDE OF THE POND, AND
EACH GROUP WILL BE PROTECTED BY TEMPORARY DEER FENCING FOR A PERIOD OF THREE YEARS
TO ALLOW ROOT SYSTEMS TO BECOME WELL ESTABLISHED. THE REMAINDER OF THE AREA SHALL
BE SEEDED WITH A CONSERVATION/WILDLIFE SEED MIX AND MULCHED. A COVER SEED MIX OF
WINTER RYE, WILD OATS, OR ANNUAL RYE WILL BE ADDED TO ASSIST WITH GROUND COVERAGE
WHILE THE PERENNIAL GRASS SEED MIX IS ESTABLISHED.

THE AREA BETWEEN THE PLANT GROUPINGS SHOULD BE MOWED AT LEAST MONTHLY FROM APRIL
THROUGH NOVEMBER TO PREVENT THE SPREAD OR RE-ESTABLISHMENT OF INVASIVE SPECIES.
THE AREA SHOULD BE INSPECTED BY THE ENVIRONMENTAL CONSULTANT IN JULY AND SEPTEMBER
TO CHECK FOR INVASIVE SPECIES. THIS MOWING AND INSPECTION SHOULD BE CONTINUED FOR NO
LESS THAN FIVE YEARS, AT WHICH TIME THE FREQUENCY OF MOWING MAY BE REDUCED BASED ON
THE RECOMMENDATION OF THE ENVIRONMENTAL CONSULTANT.

EASTERN WHITE CEDAR  FLOWERING DOGWOOD

S s ]

e \ el

GIANT SOLOMON'S SEAL

LADY FERN
=7 ,4»":' Ve

CRESTED IRIS

WIRE (2" X
TO 2" X 6")

TRUNK
DIAMETER

ROUGH SAWN
WOOD, BOUND
WITH 9 GAUGE

DEPENDING ON

on

TREE TRUNK ARMOR

TULIP TREE

[ é@

VIRGINIA CREEPER

HONEY LOCUST

TREE PROTECTION FENCING INSTALLATION

DO NOT CUT LEADER

6' MAX. SMALL TREE
7' MIN. LARGE TREE

<

WL LAA 2L

AT NI
NGRS
R
I LILLIILY,
SN

REMOVE ENOUGH WHOLE BRANCHES TO
REDUCE FOLIAGE BY }4 (ALWAYS PRUNE
TO NODE OR CROTCH RETAINING
NORMAL PLANT SHAPE)

2 STRANDS OF NO. 12 GALVANIZED ANEALED
STEEL WIRE (TWISTED IN NEW RUBBER HOSE)

CIRCLED WATERPROOF TREE WRAPPING PAPER

4" SIDE (TO HAVE A 50% OVERLAP TIED WITH STOUT
HEMPCORD AT TOP OF BALL AND ALSO AT HEIGHEST
OF 2ND BRANCHES

3"@ MIN. CEDAR STAKE. TO BE 3' MIN. LONG AND
PROTRUDE INTO VIRGIN OR COMPACTED

SOIL A MINIMUM OF 16" IN ELEVATION BELOW

THE BOTTOM OF OF THE EXCAVATED TREE BALL HOLE.
(STAKES TO BE DRIVEN IN AFTER TENSION HAS BEEN
PLACED AROUND TREE TRUNK)

TOPSOIL MIX BACKFILL ALONG
SIDES OF ROOT BALL (12" MIN)

CUT AND REMOVE BURLAP BINDING FROM

THE TOP )4 OF THE ROOT BALL AND COMPLETELY
FROM THE TRUNK OF THE TREE. (IF REQUIRED)

TAMPED TOPSOIL MIX BELOW
ROOT BALL (6" MIN)

N.T.S.

6' MAX. SMALL TREE __
7' MIN. LARGE TREE

4" MIN.

2 STRANDS OF NO. 12 GALVANIZED
ANEALED STEEL WIRE (TWISTED IN NEW
RUBBER HOSE)

3"@ MIN. CEDAR STAKE. TO BE 3' MIN. LONG
AND PROTRUDE INTO VIRGIN OR COMPACTED
SOIL A MINIMUM OF 16" IN ELEVATION BELOW
THE BOTTOM OF OF THE EXCAVATED TREE
BALL HOLE. (STAKES TO BE DRIVEN IN AFTER
TENSION HAS BEEN PLACED AROUND TREE
TRUNK)

©

f

TOPSOIL MIX BACKFILL
ALONG SIDES OF ROOT BALL
(12" MIN)

CUT AND REMOVE BURLAP BINDING FROM THE

TOP }; OF THE ROOT BALL AND COMPLETELY
FROM THE TRUNK OF THE TREE. (IF REQUIRED)

TAMPED TOPSOIL MIX
BELOW ROOT BALL (6" MIN)

CONIFEROUS TREE PLANTING

N.T.S.

51.81-1-38

51.81-1-37

@

51.81-1-27

SITE

51.81-1425
51.81-1-24 @ 31

51.81-1-23

51.81-1-21

51.81-1-20

51.81-1-3

51.81-1-35
51.81-1-29
T 51.81-1-36 51.8
51.81-1-28
~ 51.81-1-9
Nampaugh Rd
51.81-1-10
51.81-1-5

®

51.81-1-15

VICINITY MAP

SCALE: 1" = +150'

ADJOINER PROPERTY INFORMATION

# | TAXID.

PARCEL OWNER ADDRESS

site| 51.85-1-25

RONALD A. HOLLANDER + MAUREEN C. MARTEL, 55 FAIRMONT AVENUE,
HASTINGS-ON-HUDSON, NEW YORK 10706

1 51.85-1-27 | ARCHMONT, NEW YORK 10538

DOUGLAS R. STARN + NANCY BRESSLER, 110 HICKORY GROVE DRIVE EAST,

DOUGLAS R. STARN + NANCY BRESSLER, 110 HICKORY GROVE DRIVE EAST,

PUTNAM VALLEY, NEW YORK 10579

2 51.85-1-10 | ARGHMONT, NEW YORK 10538
3 51.85-1-5 RICHARD D. MCKECHNIE LIVING TRUST, 25 WINNEBAGO ROAD,
: PUTNAM VALLEY, NEW YORK 10579
WILLIAM STOCKLAND, 31 NAMPAUGH ROAD,
4 51.85-1-24

OWNER/DEVELOPER

A
= =

?’

SCALE: AS NOTED

MAUREEN C. MARTEL
RONALD A. HOLLANDER

55 FAIRMONT AVENUE
HASTINGS-ON-HUDSON, NEW YORK 10706

¢ UNDER NEW YORK STATE EDUCATIONAL LAW ARTICLE 145, SECTION 7209 (2), IT IS
UNLAWFUL FOR ANY PERSON TO ALTER ANY ITEM ON THIS DRAWING, UNLESS
ACTING UNDER THE DIRECTION OF A LICENSED PROFESSIONAL ENGINEER. IF
ANY ITEM IS ALTERED, THE ALTERING ENGINEER SHALL AFFIX TO THE ITEM HIS
SEAL AND THE NOTATION "ALTERED BY" FOLLOWED BY HIS SIGNATURE AND THE
DATE OF SUCH ALTERATION AND A SPECIFIC DESCRIPTION OF THE ALTERATION.
¢ COPYRIGHT "2020" BY CRONIN ENGINEERING, P.E., P.C. ALL RIGHTS RESERVED.

REVISIONS

# REASON DATE

MUNICIPAL TAX IDENTIFICATION:
SECTION: 51.81
BLOCK: 1
LOT: 25
SUBLOT:
DRAWN BY: KAA
CHECKED: KS/TC3
PROJECT: I;{/IéigEL - 27 NAMPAUGH
DATE: MARCH 1, 2020

TIMOTHY L. CRONIN IIl, P.E.

JOB #: 191101 LICENSE #062980

.

RONIN

ENGINEERING

i PROFESSIONAL ENGINEERING & CONSULTING

(914) 736-3664

39 Arlo

Lane

Cortlandt Manor, New York 10567

OWNER'S CERTIFICATION

THE UNDERSIGNED OWNERS OF THE PROPERTY
SHOWN HEREON ARE FAMILIAR WITH THIS SET OF
DRAWINGS AND ITS LEGENDS AND HEREBY
APPROVES THE SAME FOR FILING.

MAUREEN C. MARTEL + RONALD A. HOLLANDER
55 FAIRMONT AVENUE
HASTINGS-ON-HUDSON, NEW YORK 10706

PLANNING BOARD APPROVAL

APPROVAL BY THEY PLANNING BOARD OF THE
TOWN OF PUTNAM VALLEY, PUTNAM COUNTY, NEW
YORK BY RESOLUTION DATED:

ANY CHANGE, ERASURE, MODIFICATION OR
REVISION TO THIS DRAWING SET AS APPROVED,
SHALL VOID THIS APPROVAL.

SIGNED THIS DAY OF , 20

PLANNING BOARD CHAIRPERSON OR SECRETARY

TREE PROTECTION AND

REMOVA

L AND

LANDSCAPING PLAN

SITE DEVELOPMENT PLAN
FOR

MARTEL/HOLLANDER
RESIDENCE

LOCATION:
27 NAMPAUGH ROAD

PUTNAM VALLEY

, NEW YORK

SHEET 3 OF 4
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EROSION CONTROL MATTING

CHANNEL INSTALLATION DETAIL:

SLOPE INSTALLATION DETAIL:

DIAGRAMS:

STAPLE PATTERNS

BARE ROOT PLANTING METHOD NOTES

> 51.81-1-3

51.81-1-38
©/2003]EastiCoastiErosion|Blankets IS e = @l2009]East{CoastlE rosion|Blankets S18ts
o mE s et S R e A P ( 1. PLANT BARE-ROOT IN WINTER AND VERY EARLY SPRING (FROM MID-NOVEMBER TO
g roud Member and Participant of: W “ & ¥ W @ +* & 3 " 4 | Gy T & o - , N , 51.81-1-37 5 -1-
(24 v sasseaserosiongon LA I N : N e ; RN e e P e o o FASTENING DETAILS (DIAGRAMS B, C. D.F) MID-MARCH) WHEN THE PLANTS ARE DORMANT AND THE GROUND ISN'T FROZEN SOLID. SLELL2
EASTCOAST if‘:oi_";;:;gg:"j:{‘;_‘""g;&;:5}:"; 1610.488.8454 % . . | — i : e B — = ¥ i THEY'LL HAVE A CHANCE TO PUT OUT NEW ROOTS BEFORE THEY HAVE TO COPE WITH ¢ 51.81-1-36 &p
A} erosion control ¢ . —_— A I e I | HOT SUN, DRYING WINDS AND THE ADDED STRESS OF PRODUCING LEAVES. 1.
i " 2 G ey | o W i _ ot el 51.81-1-28
ECC-2™ Double Net Coconut Rolled Erosion Control Product = i ‘ D "'T:rrf" . > - - - | I--n—...1 i | - : e 2. REMOVE ANY PACKING MATERIAL CAREFULLY, AND RINSE OFF OR GENTLY PULL OFF ANY 51.81-1-27 - 51.51-1-9
* * | B e A . i ] A == f CLUMPS OF EARTH CLINGING TO THE ROOQOTS; CLIP OFF ANY DEAD OR DAMAGED ROOTS. Nampaugh Rd
The ECC-2™ is made with uniformly distributed 100% coconut fiber and two polypropylene nets securely sewn together with UV stabilized thread. The tightly 3 o+ 4+ + | — ; e e | I\ AN Yol e sa el RN, e
compressed blankets are wrapped and include a product label, code and installation guide. The blankets are palletized for easy transportation. o 11 4 “ +
e e o o e e e oy @ 3 e e DIAGRAM (B DIAGRAM (€ DIAGRAM (D) DIAGRAM () X 3. IMMERSE THE ROOTS IN A BUCKET OF TO SOAK FOR AT LEAST ONE TO FOUR HOURS, BUT
miistration's (FHWA) £2-03 Section = = = | reiy fI i \ e w ‘ NO LONGER THAN OVERNIGHT. SUPPLYING ENOUGH MOISTURE IS KEY TO THE SUCCESS SlTE 51.81-1-10
Ad (FHWA) FP-03 Section 713.17. - & v | B C "g' y . & 08 B Cersl Blankets OF BARE-ROOT PLANTING
T . v W : SR =3 S ; ' 51.81-125 5
NettE: —, e v oy ‘ - AR o 0.7 staples/yd? 1.2 staples/yd? ' @
—r I 5 || westope rencr onrau g O e A AT IO T WIS T T RO0T ST MDA
Bottom: Medium weight UV Stabilized Polypropylene - @ . | I - -+ " &
ST R I R j ~ e v v [— o OF A). USING A SHOVEL, LOOSEN THE SOIL ON THE SIDES OF THE HOLE SO IT DOESN'T 5181-1.24 @ e
‘ f e v s . Y s BEfLAcen 1/ cONTROY SOLIDIFY AROUND THE PLANT'S ROOTS.
UV Stabilized Thread Black - ¥ - | it ."' > ~ S ’ _..JTA#_ gﬁm{ém ON CENTER MATTING 2
Roll mm , Siand , f Slz - . n4.9 . - . = i - g ‘ N / x 2 x 5. MOUND SOIL IN THE BOTTOM OF THE HOLE SO THAT THE PEAK REACHES JUST ABOUT
Length: 1125 ft 343 m 225 ft  68.6 m 1125 ft 343 m g | | mw..r:m = - T GROUND LEVEL,
Weight* 57 lbs 259 kg 57 Ibs 259 kg 114 lbs 517 kg INSTALLATION INSTRUCTIONS: INSTALLATION INSTRUCTIONS: TRENCH ﬂ Z STAPLES TO SaptaL = x -L ,‘. 51.81-1-23
ot i S e Per East Coast Erosion Control Per East Coast Erosion Control owcenrt g g _jl( 6. PLACE STAKES IN THE HOLE IF YOU'RE PLANTING A TREE THAT WILL NEED SUPPORT.
*Weight at time of manufacturing. i l*b:-_"w 2 —r
1. Dig a 6" by 6" trench both up-slope, down-slope, and along the top side of the channel. These guidelines are recommendations only. Any questions with the installation should be 2epl iepZ 7. SET THE TREE OR SHRUB ON TOP OF THE MOUND SO THE
Meass/Unit Area ASTMDBI7S B30 orfyd 2814 g/m2 Somm (2in)/hr-30min  SLR**-8.45 Prepare the slope soil surface (raking, seeding and fertilizing). Note, if used with confirmed with your local distributor. [El200g]EasEoast X X ROOTS CASCADE DOWN OVER THE SIDES. SPREAD THEM 51.81-1-21
T gy oo e ECTC Methol SRl o stormwater discharge, place the up-slope trench at the face of the discharge structure GENTLY WITH YOUR HANDS IF YOU NEED TO, AND ADD OR 45
Elongation-MD ASTM D6818 20 % ECTC Method 3 Shear Resistance Shear at.501n soilloss  2.59 Ib/ft? footer. 1. Dig a 6" by 6" trench both up-slope and down-slope of the area the matting is to be 1.75 staples/yd? 38 stapfesfydz REMOVE SOIL SO THAT TOP OF THE ROOT SYSTEM IS JUST = 51.81-1-15
Bopiontsseits 0% A ot ok e e BT 2. Begin by placing the center blanket a minimum of 12" down-slope of the up-slope applied. Prepare the slope soil surface (raking, seeding and fertilizing). DOWN-SLOPE TRENCH (DIAGRAM E) 2:1 SLOPES 1:1 SLOPES AT GROUND LEVEL. SLALL20
Light penetration ASTM D667 16 % *#Soi Loss Ratio=Sofl Loss Bare i/ SoLoss with RECP=1/CFactor trench. Secure the blanket at the bottom of the trench with staples placed 12" apart. 2. Begin by placing the blanket a minimum of 12" down-slope of the up-slope trench.
e oo ™ T o T oo e o Backfill and compact the trench. Apply seed, and fold the blanket over soil, secure with Secure the blanket at the bottom of the trench with staples placed 12" apart. Backfill - ecen. 8. FILL THE HOLE ABOUT HALFWAY WITH SOIL AND TAMP IT
“Way ife depening upon raw materal variations S Piaiiatal or devie by AASHIQ a row of staples placed 12" apart across the width of the blanket (Diagram A). and compact the trench. Apply seed, and fold the blanket over soil, secure with a row Pt ~ Cowraa: LIGHTLY WITH YOUR FOOT TO REMOVE LARGE AIR POCKETS.
3. Roll the blanket vertically down the slope. Secure using the appropriate staple pattern of staples placed 12" apart across the width of the blanket. (Diagram A) - Gl ~ /"o SCALE: 1" = +150'
Property Test Method o firoer bl Yl below, specified by slope. (Staple Patterns) 3. Roll the blanket vertically down the slope. Secure using the appropriate staple pattern : o conTrR p—— 9. MAKE SURE THE TREE OR SHRUB IS STANDING STRAIGHT UP, V I C I N I T Y M A P
C-Factors ASTM D6459 0.01 Unvegetated Shear Stress ~ ASTM D 6460 2.50 |Ibs/ft? 119.70 Pa ) . . . L . . I BACKFILL THEN WATER SLOWLY TO SATURATE THE SOIL AND REMOVE
Siope Length (L) <31 3121 221 Unvegetated Velocity  ASTMD6460 100 ft/s 305 m/s 4. Continue placing blankets up the slopes on both sides, with a minimum 4" overlapping below, specified by the slope. (Staple Patterns) ’ =i L ANY REMAINING AIR POCKETS
nrem o o o R L W Tt (Diagram B), and securing each blanket in the beginning trench (Diagram A). 4. Parallel blankets must be overlapped by a minimum of 4", and secured with a row of K g '
>100ft(30m) 0064 o 0.104 T T — 5. Addltl_onal ho_rlzor_1tal blankets can be joined using a minimum 4 _ overlapping or shingle stap_le_zs placed_approxmately 3-0 gpart. (Dl_agram B) . _ _ O N 10. FINISH FILLING THE HOLE WITH SOIL. USE ANY EXTRA TO ADJO I N ER PROPE RTY I N FO RMATION
*Large-Scale Results obtained by 3 Party GAl Accredited Independent Laboratory | Er8¢ 2 style in the direction of water flow. Connect the blankets by placing staples 5. Additional vertical blankets can be joined using a minimum 4" overlapping or shingle ) BUILD A TEMPORARY BERM ABOVE THE PERIMETER OF THE
approximately 5" apart across the width of the blankets. (Diagram C) style (Diagram C) in the direction of water flow. Connect the blankets by placing deps ROOTS AND WATER AGAIN.
6. For maximum performance a check slot should be placed at 25'-40" intervals. Place a staples approximately 12" apart across the width of the blankets. [@kzu0glEasiEcasiErosian]Bagets # TAX1.D. PARCEL OWNER ADDRESS
row of staples 4" apart along the entire width of the channel. A second row should be 6. For maximum performance a check slot should be placed at 25'-40’ intervals. Place a 2 2
. : 8 p ] p g ) P" ) > p 3.5 stapies/yd 3.8 staplesfyd 11. INSTALL ADEQUATE PROTECTION TO PREVENT BROWSE DAMAGE FROM ANIMALS. - RONALD A HOLLANDER + MAUREEN C. MARTEL, 55 FAIRMONT AVENUE.
g placed 4" below in a staggered pattern. (Diagram D) row of staples 4" apart along the entire width of the slope. A second row should be INSTALLATION DETAILS MED. to HIGH HIGH FLOW site|  51.85-1-25 | ||ASTINGS.ON-HUDSON. NEW YORK 10706
g 7. The end of the blanket must be secured in a 6" x 6" trench by a row of staples placed placed 4" below in a staggered pattern. Then continue with general installation. - FLOW CHANNEL CHANNEL 12. KEEP THE SOIL MOIST FOR THE FIRST YEAR AFTER PLANTING. MULCH TO RETAIN -
at 12" intervals. (Diagram E) (Diagram D) Per East Coast Erosion Control MOISTURE, BUT KEEP AT LEAST SIX INCHES BARE AROUND THE TRUNK. CHECK 1| B1.85-127 | aroimions. Now vORK tosaa oo 0 HICKORY GROVE DRIVE EAST,
N 8. Atthe top edge of the side slope, fasten the blanket in a 6" x 6" trench placed at 12" 7. The end of blanket must be secured in a 6" x 6" trench with a row of staples placed at FREQUENTLY:; IF YOU SEE YELLOW LEAVES OR THE SOIL FEELS DRY, WATER IMMEDIATELY. 5 51.85-1-10 DOUGLAS R. STARN + NANCY BRESSLER, 110 HICKORY GROVE DRIVE EAST,
intervals. Install an additional row of staples 1'-0" down slope of the trench along the 12" intervals. (Diagram E) INSTALLATION DETAILS 0907 1- LARCHMONT, NEW YORK 10538
width of the fabric. (Diagram F) Per East Coast Erosion Control 3 51.85-1-5 ?ILEFI-I‘\JA/-\RI\/IDV?A.L’\I/I_CE:$E§SV'\\;lsé}g/}y\g%;guSTY 20 WINNEBAGO ROAD
WILLIAM STOCKLAND, 31 NAMPAUGH ROAD
4 51.85-1-24 | pyTNAM VALLEY, NEW YORK 10579 ’
EXCAVATE IF NECESSARY FOR
| o | o I NECESSARY FOR NATIVE PLANTINGS LIST + LEGEND _RAIN GARDEN SIZING CALCULATIONS
= (VOLUME = 1800 CU.FT. PER alculations prepared for:
APPROVED WEREEAL EVERY ACRE OF DRAINAGE AREA .
. | VENTED CAP COLLECTED BY SEDIMENT TRAP) ICALIPER/ AMOUNT IN COMMON Martel/Hollander Residence
©(£ 27 Nampaugh Road, Town of Putnam Valle
e | GRADE AREA ADJACENT TO WELL SYMBOLI™ g1z | carpben | SPECIES | “Nawme COMMENTS pang : : y
TO PROVIDE AND ENSURE POSITIVE COMPACTED Rain Garden for Partial Roof Area
I R%LN'A‘O?:EE;AWAY FROMWELL FOR PROVIDE EARTH EMBANKMENT 7 A TALL, DECIDUOUS, PERENNIAL "ULATED WATER QUALITY VOLUI O W N E R / D E V E L O P E R
— OVERFLOW WEIR W/ FERN OF MOIST WOODS, GROWS 2
7 I 3" CRUSHED STONE TO 5 FEET TALL WITH A SPREAD OF|
2 TO 3 FEET. DISTINCTIVE,
Il o / <« 2 GAL 10 OSMUNDA | CINNAMON | CINNAMON-COLORED FRONDS. (P )(R\')(A) = Water Q vality Volume
ELECTRIC CONDUIT —— e =—— I < A : CINNAMOMEA| ~ FERN | FIDDLEHEADS ARE SOMETIMES = y
Bk v, /< : COLLECTED IN THE SPRING, 12
£ S\ STEAMED OR BOILED, AND EATEN. .
I = % X /5 GROWS BEST IN PART SHADE IN F=90% Ran= - SCALE . AS N OTE D
Il %|9 N\ J MOIST SOIL. = 90% Rain = 1.2/in.
w = S I—— =0 i = 0
|| o TO BUILDING T RED AND YELLOW FLOWERS | = % Impenious 100%
2 — - 1ar 15 AQUILEGIO |- ueinel ATTRACT HUMMINGBIRDS AND R, =0.05 + 0.009(]) = 0.95
< |z [ f : CANADENSIS BUTTERFLIES; BLUE-GREEN = - —
S| w I 3/4" WATER SERVICE TYPE K COPPER ELEGANT DIVIDED FOLIAGE A = Porch/Landing Roof Area A = 536 sq.
< < ! GROWS 2 TO 3 FEET HIGH WITH A
) SPREAD OF }4 TO 1 FOOT. FOLIAGE wQ, = 51 cu.
= | PITLESS ADAPTOR UNIT S BLUE.CREEN. FLOWERS ARE _ MAUREEN C. MARTEL
3| E | |~ WITH CHECK VALVE STONE WEIR GREENISH-WHITE AND BELL
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UNDISTURBED OR COMPACTED EARTH

WATERMAIN INSTALLATION NOTES:

1. NO ROCK SHALL PROJECT WITHIN THE SURFACE OF THE TRENCH AND ALL ROCK SHALL BE A MINIMUM OF 12"
FROM THE PIPE HORIZONTALLY. IF BEDROCK IS ENCOUNTERED DURING INSTALLATION, IT SHALL BE

EXCAVATED TO A MINIMUM DEPTH OF 4' + PIPE ¢ + 6" AND REPLACED WITH 6" OF SAND.

2. CLAY, SILT LOAM, OR NON-HOMOGENOUS SOILS REQUIRE SHORING AND BRACING.

3. SHEETING AND BRACING SHALL BE USED IN ACCORDANCE WITH OSHA AND THE NYS DEPARTMENT OF LABOR
INDUSTRIAL CODE, RULE 753 WHERE REQUIRED. SHEETING & BRACING ARE REQUIRED WHERE TRENCH

DEPTHS EXCEED 5' IN HEIGHT.

4.  ANY UNSUITABLE MATERIAL EXCAVATED FROM THE TRENCH SHALL NOT USED AS BACKFILL AND SHALL BE

REPLACED BY SUITABLE MATERIAL APPROVED BY THE DESIGN ENGINEER.

1" CHAMFER (ALL AROUND)

10"

8" SQUARE WOOD POST

GALVANIZE STEEL CARRIAGE BOLT
5/8"x 12" LONG

1.8"

NOTES:

1. ALL WOOD TO BE SEASONED " !NISHED GRADE |,

PROVIDE NUTS

|
| 1-6" |

OR AS DIRECTED
om

A2 W

NO. 1 DOUGLAS FIR, SOUTHERN
PINE OR OTHER APPROVED
STRUCTURAL LUMBER

2. ALL WOOD TO BE PRESSURE TREATED
WITH AN APPROVED WOOD PRESERVATIVE
SUITABLE FOR INSTALLATION IN AND

36"

WATER SERVICE INSTALLATION

W/O PAVEMENT RESTORATION

ADJACENT TO GROUND SURFACES. 7

WOOD GUIDE RAIL

N.T.S.

* RESTORATION SHALL BE IN ACCORDANCE WITH NYSDEC APRIL 2008 PUBLICATION "DEEP RIPPING AND DECOMPACTION".

OWNER'S CERTIFICATION

THE UNDERSIGNED OWNERS OF THE PROPERTY
SHOWN HEREON ARE FAMILIAR WITH THIS SET OF
DRAWINGS AND ITS LEGENDS AND HEREBY
APPROVES THE SAME FOR FILING.

PLANNING BOARD APPROVAL

CONSTRUCTION DETAILS

MAUREEN C. MARTEL + RONALD A. HOLLANDER
55 FAIRMONT AVENUE
HASTINGS-ON-HUDSON, NEW YORK 10706

APPROVAL BY THEY PLANNING BOARD OF THE
TOWN OF PUTNAM VALLEY, PUTNAM COUNTY, NEW
YORK BY RESOLUTION DATED:
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REVISION TO THIS DRAWING SET AS APPROVED,
SHALL VOID THIS APPROVAL.

SIGNED THIS DAY OF , 20

PLANNING BOARD CHAIRPERSON OR SECRETARY

SITE DEVELOPMENT PLAN
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AutoCAD SHX Text
  + 6" AND REPLACED WITH 6" OF SAND.   
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